Adjusting injection timing 0761 





Engine 601 602 603 


Test values 


Indirect injection timing (after TDC) 


Model year 


RI (reference impulse) RI (reference impulse) 


checking value adjusting value 


starting 1990 14° +0.5° 14° +0.5° 





Adjusting injection timing (position sensor RIV method) - after checking (0760.2) 


1073- 16221 





Turn crankshaft in direction of rotation to ...... value in chart 

Injection pump mounting bolts (13 and 13A) at 

flange and bracket ............200. eee loosen, 20-25 Nm. 

Indicator (008) and clamp (009) ............. connect to B + 

Pivot injection pump by turning injection timing 

adjustment screw (8) 2... ee eee ee ee eee both lamps, A and B, must light up in indicator 
(008) 

Adjustment screw direction 

Right = Retard injection timing RI (reference impulse) adjusting value: 

Left = Advance injection timing refer to chart 


fs» Maintenance Manual CSA. Supplement 6 - Oct 1993 0761/1 


0761 Adjusting injection timing 


Position sensor (007) ......... eee ee ees remove 

PIUG{AIVOW)- oii BS Be OG es Se eS screw in 

Regulating linkage ......... 20. e eee eee ees check, adjust if necessary 
(repair instruction 30-300) 

Leak check with running engine ............. perform 

EAGING-ONN6VEl 6c is.s a ee ae Re eee ates 3 check, correct if necessary 

Note: 


Check injection timing before adjusting (0760.2) 


Adjusting 

1. Turn crankshaft in direction of rotation to 15° 
ATDC on 1984-89 models; 14° ATDC on 
1990 and later models. 


2. Loosen mounting bolts (arrows) at injection 
pump flange and bracket (arrow). 





> 








Bracket mounting bolt 
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3. Connect indicator (008) and clamp (009)to 
battery positive terminal. 


4. Pivot injection pump by turning adjusting 
screw until both lamps A and B light. 


Adjustment screw direction 


Right = Retard injection timing 
Left Advance injection timing 


RI nominal value: 
15° ATDC on 1984-89 models; 
14° +0.5° ATDC on 1990 and later models. 


Note: 

If the adjustment range is inadequate, the pump 
must be repositioned. Refer to SMS, Job No. 
07.1-200, Injection pump removal and 
installation. 


5. Torque mounting bolts on injection pump 
flange and bracket to 20-25 Nm. 


6. Remove position transmitter. 


7. Install screw in plug, torque to 30-35 Nm. 


8. Check regulating linkage, and adjust if 
necessary (SMS, Job No. 30-300). 


9. Check for leaks with engine running. 


10. Check engine oil level, and correct if 
necessary. 
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Adjusting Injection timing using digital tester (RIV method) - after checking (0760.2) 





Injection pump mounting bolts (13 and 13A) at flange 


and Dråcket 2 avvaddagerstfneblskesd str loosen 
ENIG. sved ES run at idle speed 
RI value (indirect injection timing) ............ adjust by turning injection timing adjustment 
screw (8) 
Adjustment screw (8) direction 
Right = Retard injection timing RI (reference impulse) adjusting value: 
Left = Advance injection timing refer to chart 
ENOO sad ere Ee shut off 
Injection pump mounting bolts (13 and 13A) at flange 
and DIACKOl: wail ots isa es oe SSS et 8S ees torque to 20-25 Nm. 
TOSO sie eta at ao ee ee es disconnect 
Plug (arrow) on governor ........-.....0006- screw in and torque to 30-35 Nm 
Regulating linkage «1... ee eee eee check, adjust if necessary 
(repair instruction SMS, Job No. 30-300) 
Leak check with running engine ............. perform 
Engine oll level .. 26... . ce ees check, correct if necessary 


SSS ssa eee ena ENN a ==" JE EEE EE er; TT ETD OE TESTED, 
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Note: 
Check injection timing before adjusting (0760.2) 


1. Loosen mounting bolts (arrows) at injection 
pump flange and bracket (arrow) 








Z ZAL 


NOS 
SEE 
LA 
La 


ne == NG ka), 
= 















Bracket mounting bolt 
2. Run engine at idle speed. 


3. Adjust RI value (indirect injection timing) by 
turning adjusting screw. 


Ri nominal value: 
15° ATDC on 1984-89 models; 
14° +0.5° ATDC on 1990 and later models. 


Adjustment screw direction 
Right = Retard injection timing 
Left = Advance injection timing 
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Note: 

if the adjustment range is inadequate, the pump 
must be repositioned. Refer to SMS, Job No. 
07.1-200, Injection pump removal and 
installation. 


4. Turn engine off. 
5. Disconnect tester. 


6. Install screw in plug on governor and torque 
to 30-35 Nm. 


7. Torque mounting bolts on injection pump 
flange and bracket to 20-25 Nm. 


8. Check regulating linkage, and adjust if 
necessary (SMS, Job No. 30-300). 


9. Check for leaks with engine running. 


10. Check engine oil level, and correct if 
necessary. 
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